
KingPin™ Quick-Release Fender Connectors 
install into boat gunwales in the optimal position 

for fender placement; the pin attaches to the fender 

rope and inserts into the receiver. 

No more relying on cleats to deploy fenders.

CLEATS ARE MEANT FOR MOORING.
We all do it - we tie our boats up using cleats and then also use 
the cleats for attaching fenders. The truth is, cleats are not 
positioned optimally for fender deployment. And, securing boat 
fenders to cleats requires proper measurement of rope length 
each and every time.

KINGPIN IS A DEDICATED FENDER ATTACHMENT SYSTEM.
KingPin solves the cleat problem by providing a dedicated fender 
attachment system. Low-profile KingPin receivers are installed 
in appropriate locations, fore and aft on the boat’s gunwales. 
KingPin’s quick release pins are then secured to the ropes on all 
fenders. To deploy the fenders, one simply snaps the pin into the 
receiver (with the rope lengths already determined).

KINGPIN IS AVAILABLE IN TWO MODELS.
Choose from the new ergonomic Triton with wake board-
shaped T handle (black or clear anodized aluminum) and the 
classic knob-handled Boss (aluminum or 316 stainless.)

FENDER CONNECTOR SYSTEM

IT’S TIME 
TO PUT 
BOAT 
FENDERS 
IN THEIR 
PLACE.

UNIQUE DOUBLE-ACTING PUSH/PULL DESIGN.
KingPin features a unique double-acting system whereby one 
simply pushes in to connect and then pulls up to disconnect the 
pin from the receiver. This system is more intuitive and easier to 
operate than push button designs. 

ERGONOMIC
T-HANDLE

Exclusive double-acting push /pull design

NEW

Patent Pending
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KINGPIN™...THE BEST WAY 
TO DEPLOY BOAT FENDERS!

“CONNECTRICK”
QUICK-RELEASE PIN

INTEGRATED “SMOOTH 
OPERATOR” ROPE TAB

NO CONTACT “RIDE 
ABOVE” PIN-OVER-
RECEIVER DESIGN

INSTALLS FROM BELOW 
The receiver easily installs from 
underneath (can use an impact 
wrench)

CUSTOM MADE HAND-
STITCHED ROPES 

Black Anodized  �  Clear Anodized

How KingPin™ 
Works

KingPin™ Quick-Release Pin
attaches to the fender rope.

Pairs perfectly with KnotBot®.

1
KingPin™ receivers are 

installed in boat 
gunwales for optimal 

fender placement.

3 T-HANDLED “TRITON”
Ergonomic "T" Handle  �  Aluminum Alloy

KNOB-HANDLED “BOSS”
Classic Design  �  Aluminum or 316 Stainless

Black Anodized  �  316 Stainless

FENDER CONNECTOR SYSTEM

Patent Pending

“NO DENT”
DELRIN PIN TIP

NO GUESSING,
"RIGHT HEIGHT"
FENDER DEPLOYMENT
The pin stays connected to the rope, 
so you set the length once for always 
“right height” fender deployment. 
Now anyone can correctly deploy 
fenders while you are at the helm.

Eliminates the potential for the 
pin to dent the receiver during 
engagement.

LOW PROFILE
SELF-SEALING “SEE 
LEVEL” RECEIVERS
Low profile receivers discreetly 
install into gunwales. They feature 
a spring-loaded plunger and O-ring 
that seals the receiver to keep
water out. 

KingPin’s integrated rope tab 
features CNC-machined 
radiuses to minimize rope wear. 

Pins are designed to ride just above 
the receivers leaving a slight gap 
that eliminates unsightly scratching.

KingPin offers OEM boat 
manufacturers custom-logoed,
hand-stitched ropes.

Connect/disconnect by
simply pushing in or pulling 
out via our exclusive
self-activated double-acting
system.

Pin snaps into receiver.
Simply pull up to disconnect.

KingPinMarine.com 

A PRODUCT OF BIG SKY PRECISION
MANHATTAN, MT

From the makers of Phender Pro®

“NEVER RUST” TITANIUM 
LOCKING BALLS 
The internal locking balls on a 
KingPin are made of titanium so 
they will never rust

LIFETIME WARRANTY


